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0 NUDQUHDV

This manual is an instruction manual for the operation of TOHO Loader Software and its overview. 
 
0-0 G`qcv`qd Qdpthqdldmsr

 
0-0-0 Nodq`shmf Rxrsdl

Microsoft Windows XP 
Microsoft Windows Vista 

 
 
1 HMSQNCTBSHNM

Please refer to the TOHO Loader Software Set-up Procedure Manual. 
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2 NODQ@SHMF LDSGNC
 
2-0 RS@QS,TO

The initial display right after the loader software start-up normally. 

 
Ehf-2,0 Hmhsh`k Chrok`x

 
Ehf- 2,1 Lncdk Rdkdbshnm

 
0- Rdkdbshnm

From 2 kinds of models either TTM-200 or TTM-04SP, select one which will be 
connected. 
The initial display, when TTM-200 is selected, is as shown in [Fig. 3-3], while TTM-04SP 
is as shown in [Fig. 3-4]. 

 
1- ΉMdwsῌAtssnm

You can proceed to the main window by clicking the “Next” button reflecting the model 
that was selected. 

 
2- ΉB`mbdkῌAtssnm

Click the “Cancel” button to close the loader software.

3 

1 

2 
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Ehf- 2,2 Chrok`x vgdm SSL,1// hr rdkdbsdc

 
Ehf- 2,3 Chrok`x vgdm SSL,/3RO hr rdkdbsdc
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2-1 DMCHMF SGD RNESV@QD

To end the loader software, click the “X” at the upper right hand corner of the window, or click 
the “Exit” button of the menu. 

 
 

ͨ Vgdm xnt sqx sn anns sgd rnesv`qd `f`hm vghkd sgd rnesv`qd hr `kqd`cx qtmmhmf+ sgd ldrr`fd

`r rgnvm hm ZEhf- 2,4\ vhkk `ood`q- Xnt b`mmns cntakd,anns sgd rnesv`qd-

 

 
Ehf- 2,4 Cntakd,Anns Dqqnq
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4 DESCRIPTION OF FUNCTIONS 
 

4.1 OUTLINE OF FUNCTIONS 
Loader software has 3 functions, namely, the Parameter Setting, Continuous Run and Trend. 
The Continuous Run and the Trend is used by the “Select” menu.  To go back to the parameter 
setting screen from either the Continuous Run or Trend, exit from the respective functions. 

 

 
Ehf- 3,0 ͊Rdkdbs͋hmchb`shnm

For details on “Continuous Run”, please refer to item 4.9 “Continuous Run”. 
For details on “Trend”, please refer to item 4.10 “Trend”. 

 
4.1.1 Menu Bar 

 
 
 
 

 
Ehf- 3,1 Ldmt A`q

1. FILE 
Select “FILE” for saving new data, or to overwrite the existing data.  Select “Open” to 
read the saved data. 

 
2. COMMUNICATION SETTING “Com”. 

Select this function to open the communication setting screen. 
 

3. LOADER SETTING 
By clicking the “Loader Setting” menu, select display SEt01 SEt20 will be shown. 
The “Display” or “Non-display” of the setting item in each screen can be selected. 
For details, please refer to 4.6 “LOADER SETTING”. 

 
4. LOADER SETTING ALL 

This menu will enable the selection of “Display” or “Non-display” of all setting items in each 
screen. 

 
5. SELECT 

Please refer to Item 4.1 “Outline of Functions”. 
 

6. INITIALIZE 
This menu will reset the set data to the default setting that of the condition when the loader 
software is initially booted. 

 
7. EXIT 

Exit to finish the loader software. 
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3-0-1 SNNK A@Q

Ehf- 3,2 SNNK A@Q

0- NODM 'Ehkd Qd`c(
Qd`chmf sgd o`q`ldsdq eqnl sgd ehkd-

1- NUDQVQHSD 'Ehkd R`ud(
R`ud o`q`ldsdq rdsshmf sn ehkd-

2- QD@C ATSSNM
Qd`c rdkdbsdc o`q`ldsdq 'xdkknv hmchb`shnm( eqnl sgd sdlodq`stqd bnmsqnkkdq-

3- VQHSD ATSSNM
Vqhsd rdkdbsdc o`q`ldsdq 'xdkknv hmchb`shnm( sn sgd sdlodq`stqd bnmsqnkkdq-

4- @S RS@QS,TO
Rs`qs,to sgd `tsn,stmhmf-

5- @S RSNO
Rsno sgd `tsn,stmhmf-

Enq cds`hkr+ okd`rd qdedq sn hsdl 3-4 ͊@TSN,STMHMF͋-

6- GDKO
Rgnvr gdko rbqddm-
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3-0-2 RVHSBG ATSSNM NE SGD CHROK@X

 
Ehf- 3,3 Chrok`x Rdkdbshnm

0- Chrok`x Rdkdbs Atssnm
Select the set screen by the select button of [Fig. 4-4]. 

Gray out button cannot be selected.




