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1. OVERVIEW
This manual is an instruction manual for the operation of TOHO Loader Software and its overview.
¢ Windows XP screen-image is used in this instruction manual.

1.1. Hardware Requirements

1.1.1. Operating System
Microsoft Windows XP
Microsoft Windows Vista

1.1.2. Serial Port
In order for this application to start-up, there should be at least one or more serial port
recognized by the computer. Check with the device manager to determine the serial
port.To start up the application, the PC must recognize more than 1 serial port.
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Fig. 1-1 Device Manager

2. INTRODUCTION
Please refer to the TOHO Loader Software Set-up Procedure Manual.
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3. Loader Cable
This is a cable used to connect the application (PC) and the temperature controller. Reminder regarding
the handling of the application and the loader cable is explained as follows.

3.1. Things to be careful when making connections with the application (PC)
Loader cable should be connected to the PC before the application is activated. Check with the
device manager to verify the connection condition between the PC and the loader cab
le. If the application is activated before connecting the loader cable, connect the loader cable
and reboot the application. Further, do not disconnect the cable while the application is in
operation. In case the cable is disconnected by mistake, reboot the application.
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4. OPERATING METHOD
4.1. START-UP

‘

Loader

Copyright (€3 2008 TOHO Electronics Inc. All Right: Reserved.

Figure 4-1 Initial Display
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Figure 4-2 Model Selection

Figure 4-2 is an initial display right after the loader software start up normally.

1. Selection
From 2 kinds of models either TTM-200 or TTM-04SP, select one which will be
connected.
The initial display, when TTM-200 is selected, is as shown in [Figure 4-3],
while TTM-04SP is as shown in [Figure 4-4].

2. 'HNextH Button
You can proceed to the main window by clicking the “Next” button reflecting the model
that was selected.

3. 'HCancelH Button
Click the “Cancel” button to close the loader software.




TTM SERIES LOADER SOFTWARE INSTRUCTION MANUAL TOHO ELECTRONICS INC.

File  Com Loader Setting  Loader Setting Al Select  Intialize  Exit
=2 ISl WK
Communication Setting
jodel
Host Setting BCC Setting Continuous Fun Sampling Time
T
Com Port Exists }TDDD s mSec
o B .
- Speed 8600 v| Address Retry Pracessing
sl 3 ~
DataBits |8 v| i = Count ¢ 2
=
Party [N VI Time Out 400 S |mSen
[
Stop Bits i2 VI
Connection confirmation
. Send BT \E‘\BF’W ET4 Receive Send Lampg
ACE Time Ou
Firmware Blind Setlings
SECITICOM]
SELISINIT
Send AllB.on Al B.oft S Al Py Al
= Bof || Bt
Communication kMode )
| Tirnerl Tirmerz Tirnerd
(cezipeh The control may be stopped B.off B.off B.off
m during the cormmunication. Loader Sefting
i
StapTime Frogram
Step 5V
: [ setectation | [ setectanot | ’ B Monitor ’ StaniStop l
B.off B.off
File:

Figure 4-3 Display when TTM-200 is selected
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Figure 4-4 Display when TTM-04SP is selected
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¢ ¢ When you try to boot the software again while the software is already running, the

message as shown in [Figure 4-5] will appear. You cannot double-boot the software.

TTM-04SP+ TTM200 Loader X

L] "_n. Loader software is already running.
L]

Figure 4-5 Double-Boot Error

4.2. ENDING THE SOFTWARE

To end the loader software, click the “X” at the upper right hand corner of the window,
or click the “Exit” button of the menu.

The message as shown in [Figure 4-6] will appear to confirm the ending of the software.
Click “Yes” to end, click “No” to terminate.
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Figure 4-6 Display confirming the ending of software
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5. DESCRIPTION OF FUNCTIONS
5.1. OUTLINE OF FUNCTIONS
Loader software has 3 functions, namely, the Parameter Setting, Continuous Run and Trend.
The Continuous Run and the Trend is used by the “Select” menu. To go back to the parameter
setting screen from either the Continuous Run or Trend, exit from the respective functions.

TTM-200 - [Input1 type setting( SE101 )]
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Figure 5-1 “Select”indication
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For details on “Continuous Run”, please refer to item 5.9 “CONTINUOUS RUN".
For details on “Trend”, please refer to item 5.10 “TREND”.

5.1.1. Menu Bar
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Figure 5-2 Menu Bar

1. FILE
Select “FILE” for saving new data, or to overwrite the existing data.

2. COMMUNICATION SETTING
Select this function to open the communication setting screen.

3. LOADER SETTING
By clicking the “Loader Setting” menu, select display SEt01 SEt23 will be shown.
The “Display” or “Non-display” of the setting item in each screen can be selected.
For details, please refer to 5.6 “LOADER SETTING".

4. LOADER COLLECTIVE SETTING
This menu will enable the selection of “Display” or “Non-display” of all setting items in
each
screen.

5. SELECT
Please refer to Item 5.1 “OUTLINE OF FUNCTIONS".
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6. INITIALIZE
This menu will reset the set value to the default setting that of the condition
when the loader software is initially booted.

7. EXIT
Exit to finish the loader software.

5.1.2. TOOL BAR

A=A RE RN B
St Cam
Figure 5-3 TOOL BAR

1. OPEN (File Read)
Reading the parameter from the file.

2. OVERWRITE (File Save)
Save parameter setting to file.

3. READ BUTTON
Read selected parameter (yellow indication) from the temperature controller.

4. WRITE BUTTON
Write selected parameter (yellow indication) to the temperature controller.

5. AT START-UP
Start-up the auto-tuning.

6. AT STOP
Stop the auto-tuning.
For details, please refer to item 5.5 “AUTO-TUNING”.

7. HELP
Shows instruction manual.







